RR.SPL- WT - 9200 (B-1)

SUBMITTAL INFORMATION

Ballcorp Corporation Stops - (FB1100-4x-G-NL style)

MALE IRON PIPE THREAD INLET BY GRIP JOINT FOR COPPER OR PLASTIC TUBING (CTS) OUTLET

Body Outlet Threads
Molded EPDM rubber seat supports the ball
Beveled EPDM rubber

gasket provides hydraulic
Solid one piece tee-head and stem seal

EPDM O-rings in the stem Phosphorous Bronze Gripper

Ring for axial restraint
Male Iron Pipe thread

2 ‘: \. I~ : ARAAMAAN S \\\\/Grip Joint Nut
Inlet Outlet

Anti-friction washer

Fluorocarbon-coated brass

ball
VALVE Boby OUTLET APPROX. PART v SUBMITTED
Vawve See: | Inuer See [ OUn.ETSIZE LENGTH THREADS Wr. LBS NUMBER ITEM(S)
1" 1" 1" 4-13/64" 1" Flare Copper 2.5 FB1100-4-G-NL
1" 1" 1-1/4" 4-9/16" 1-1/4" Flare Copper 3.3 FB1100-45-G-NL

Note: Ford recommends using insert stiffeners with plastic pipe or tubing.

FEATURES
« All brass that comes in contact with potable water conforms to AWWA Standard C800
(UNS NO C89833)
« The product has the letters "NL" cast into the main body for proper identification
« UL Classified to ANSI/NSF Standard 61 and Standard 61 Annex G (NSF/ANSI 372)
« Brass components that do not come in contact with potable water conform to
AWWA Standard C800 (ASTM B-62 and ASTM B-584, UNS NO C83600 - 85-5-5-5)
 Ends are integral or secured with adhesive to prevent unintentional disassembly
e 300 PSI working pressure
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